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Abstract
A rapidly shifting market and increasingly stringent
environmental regulations require the automotive industry
to produce more efficient low-emission Eletric Vehicles
(EVs). Regenerative braking has proven to be a major
contributor to both objectives, enabling the charging of the
batteries during braking and a reduction of the load and
wear of the brake pads. The optimal sizing of such
systems requires the availability of good simulation
models to improve their performance and reliability at all
stages of the vehicle design. This enables the designer to
study both the integration of the braking system with the
full vehicle equipment and the interactions between
electrical and mechanical braking strategies. This paper
presents a generic simulation framework for the
identification of thermal and wear behaviour of a
mechanical braking system, based on a lumped parameter
approach. The thermal behaviour of the system is coupled
back to the friction coefficient between the pad and the
disk to assess its effect on braking performance.
Additionally, the effect of wear and temperature on the
generation of airborne particles is investigated.
Subsequently, experimental data collected on a real EV is
used to validate and tune the previously described
simulation model, following a proposed validation
procedure. The instrumentation method and challenges, as
well as the experimental procedure used to collect the data
on a chassis dynamometer and in real-world driving
conditions, are described. Finally, simulation results for
different driving scenarios are used to compare virtual and
experimental results.
Introduction
The transition from Internal Combustion Engine (ICE)
vehicles to electric ones appears to be a feasible solution
to reduce the environmental impact of mobility [1], while
improving performance and comfort at the same time
[2, 3]. Therefore, EVs have steadily grown in market share
over the last years and start to become an industrial reality
[4]. However, safety and driving range remain open
issues, requiring thorough investigations by the Original
Equipment Manufacturer (OEM) during the entire
development and validation cycle of the EV. Solving those
issues will be a major requirement for the widespread
adoption of EVs in the coming years.
The availability of regenerative braking in EVs can lead to
many advantages, ranging from an overall increase in
efficiency to a reduction in brake wear and maintenance
costs [5, 6, 7, 8]. However, it is currently unable to
provide sufficient braking performance by itself in every
operating condition [9]. Therefore, appropriate integration
of regenerative and mechanical braking is required. The
usage of simulation models throughout the development
process can help engineers with the sizing, integration and
safety validation issues associated with such complex
braking strategies.
In order to simulate the behaviour of a vehicle with
sufficient fidelity, both accurate models and appropriate
parameter calibration methods are required. Therefore, the
present paper proposes an enhanced simulation model for
the braking system of the SimRod, an EV prototyping
platform (Figure 1). The authors focus on the assessment





Figure 1: SimRod electric test vehicle
braking system. This includes the interaction between the
pad interface temperature and the available friction
coefficient, to define its influence on the vehicle braking
performances. Additionally, the wear of the brake pad is
simulated, which is one of the major sources of fine
particle emissions in EVs [10]. Finally, an approach for
the identification of accurate model parameters is
proposed and evaluated using data collected on a chassis
dynamometer and in real driving conditions.
The paper is organised as follows: firstly, the modelling
and the simulation process are described. Then, the
experimental instrumentation and measurement process
are presented, followed by the identification methodology
and calibration procedure. Finally, some conclusions on
the results and future developments are considered.
Simulation of braking systems
The SimRod braking system is represented in Figure 2. It
consists of a TT layout, where one master cylinder
controls both front brakes and the other cylinder controls
the rear ones. This allows for good control of the
front-rear brake balance. Both front and rear brakes use
disks, but only the front ones have cooling vanes.
The corresponding brake plant simulation model is
divided into multiple sub-models, each representing a
specific component of the system or a physical
phenomenon (Figure 3). The hydraulics model reproduces
Front brakes Rear brakesPedal assembly
Figure 2: Overview of the SimRod braking plant
the effect of a driver input ub, such as the pedal
displacement, on the pressure pical in each calliper pistons,
where i ∈ {RL,RR,FL,FR}. This includes the effects of
the pedal, master cylinder, brake booster, hydraulic
modulator, hydraulic lines and piston displacement. The
demanded piston pressure pical is then transformed into a
torque τ i due to the friction between the pad and the
braking disk. Together, the braking torques on each wheel
affect the dynamic behaviour of the vehicle, which is here
summarised by the vehicle longitudinal speed ẋ and
acceleration ẍ. The friction torque τ i, speed ẋ and
ambient temperature are inputs to the thermal model of the
plant. It computes the temperature of different
components of the brake system, including the disk-pad
interface temperature T iif. The latter is fed back to the
torque sub-model since the friction coefficient between the
pad and the disk is a function of this temperature. Finally,
both the friction torque τ i and the interface temperature
T iif affect the wear of the braking pad.
In the present paper, the hydraulic model is not further
studied. This limitation is by-passed by measuring directly
the pressure pical on the real vehicle calliper, which can
then be fed as an input to the simulation model for its
validation.
Torque computation
The friction torque τ i generated at a single wheel is given
by (1).






The pad-disk friction coefficient µ is assumed to be a
function of pad interface temperature T iif. A corresponding
friction force is generated due to the normal force applied
by a single pad on the disk. This force is computed using
the calliper pressure pical and the area of the piston A
i
pist.
Finally, this force is transformed into an equivalent torque,
assuming an average radius r̄i of application. Due to the
floating calliper configuration, this force is applied by both
pads on the two sides of the disk, hence the factor two.
Thermal behaviour
The thermal behaviour of the braking system is modelled
using an equivalent electrical circuit [11]. This circuit is
composed of multiple basic elements (Figure 4):
• The temperature source (Figure 4a) imposes a
constant temperature gradient ∆T = Ts across its



















Figure 3: Decomposition of the braking plant simulation model into different sub-models
ambient temperature Tamb with respect to the thermal
reference.
• The heat rate source (Figure 4b) imposes a constant
heat rate Q̇ = Q̇s through its circuit branch. A
common application is the modelling of the
generated heat at the interface between the braking
pad and the disk.
• The thermal resistance (Figure 4c) models the heat
transfer between two bodies at different temperatures
∆T = RQ̇. This element can be used to model both
conduction and convection phenomena.
• The thermal mass (Figure 4d) represents the thermal
inertia of a body: its ability to store thermal energy.
In the present model, it is always referred to the
thermal reference on one of its terminals. Therefore,
it imposes the temperature of the considered body on
its other terminal as a function of the rate of heat Q̇
entering the body C d∆Tdt = C
dT
dt = Q̇.
The model presented in this paper focuses on the thermal
behaviour of the calliper assembly and the non-vaned
braking disk of one of the rear brakes (Figure 5). The
interface region between the disk and one of the braking
pads, indicated in red, is represented by a heat source Q̇i
and a small equivalent thermal mass C iif. The latter
represents the local mass around the pad-disk interface
which heats up very quickly during braking manoeuvres
and whose temperature is given by T iif. The resulting heat
is then further propagated, either towards the disk or
towards the pad. The disk thermal capacity and resistance
are given by C idisk and R
i
disk, respectively. The hub
temperature T ihub is then defined by the hub thermal
resistance Rihub and capacitance C
i
hub. On the other side
of the model, the heat generated during braking is
propagated to the pad, the piston, the calliper and the
braking fluid. Their respective thermal resistance and
capacitances are indicated in Figure 5.
The interface convection thermal resistances Ripad, conv
and Ridisk, conv have both been scheduled as a linear
function of vehicle speed to account for the increase in
cooling at higher speeds. However, when the pressure pical
is greater than zero, the pad-to-air thermal resistance
Ripad, conv is very high as most of the pad surface is in
contact with the disk and no longer with air. This has been
modelled by stepping Ripad, conv to an arbitrarily high
value when pical > 0.
Finally, it is assumed that all the energy dissipated by the
friction between the pad and the disk is converted into
heat. Supposing that this heat is divided equally amongst
both brake pads, symmetrically along the half-plane of the











































Figure 5: Equivalent thermal RC network for a single rear brake pad of the vehicle. Temperature measurement points are indicated with dots.





A similar exercise can be done for the simulation of the
front brakes of the car. The major change with respect to
the proposed model for the rear brakes, besides the
difference in overall geometry, is that the front disk is
vaned on the SimRod. This should improve the convection
cooling of the system and can be considered using an
adapted speed-varying thermal resistance.
Wear behaviour
The friction between a braking pad and the disk results in
the wear of both components. In this paper, the wear of
pad material is modelled according to a generalized form
of Archard’s law, which can be expressed in cylindrical




In (3), h is the worn height of a pad, k is the associated
dimensional wear coefficient, p is the contact pressure
between the disk and the pad and r is the radius at which
the wear occurs. The dimensional wear coefficient k is the
ratio between Archard’s dimensionless wear coefficient
and the hardness of the softer contact surface. After





Finally, it is applied to a single pad inside one of the brake
callipers of the car. It is furthermore assumed that the
wear occurs at a constant average radius of r = r̄i.
Therefore, integrating from the start of the experiment





In (5), h̄i is the worn height of a single pad, pi = pical
Aipist
Aipad
the contact pressure between the disk and the pad, r̄i the
mean braking radius and ωi the angular speed of the disk.
As shown in [14], the dimensional wear coefficient k is a
function of the interface temperature T iif. The values used
in this paper were obtained by matching the experimental
and predicted worn masses for a pad of the vehicle (Figure
6). This curve is a bi-linear approximation of the fading
phenomenon and represents a wear increase at high
temperature due to the degradation of the mechanical
properties of the material.


























The worn mass mif = ρpadh̄
iAipad per pad is obtained
assuming that the pads wear uniformly across their
surface. In this equation, ρpad is the density of the pad
material and Aipad its surface area. The resulting mass of
emitted airborne particles in the environment miPM
corresponds on average to 35% of the total worn mass mif
[15]. Those particles can then be divided into two main
groups, according to their size:
PMi10 = 0.86 m
i
PM




The wear on the four callipers should finally be summed,
considering two pads per calliper, to obtain the total worn












The braking system of the SimRod has been instrumented
with several thermal sensors for the identification of the
simulation model parameters (Figure 7). They were laid
out on the rear-left brake, following the different
measurement points indicated in the equivalent thermal
RC network (Figure 5). Where appropriate, regular K-type
thermocouples were used due to their lower cost and wide
availability (Figure 7a, Figure 7e and Figure 7f). Both a
rubbing thermocouple (Figure 7b) and a 16 points 1D
infrared sensor (Figure 7c) were used to measure the disk
interface temperature. Additionally, a pad thermocouple
was used to measure the internal temperature in the pad at
a known distance from the surface (Figure 7d). This
sensor was mounted using a specific epoxy as to not affect
the mechanical integrity and the thermal properties of the
braking pad during the test campaign. Finally, the ambient
temperature is measured using an external sensor.
The two types of sensors used to measure the interface
temperature were chosen due to their complementary
characteristics. Indeed, the rubbing thermocouple will
wear over time, measures only at a single radius of the
disk and has greater thermal inertia and, hence, a lower
bandwidth. On the other hand, the infrared sensor
measures 16 radii simultaneously without direct contact
with the disk, giving us a better idea on the distribution of
the temperature over the disk surface. However, the low
emissivity of the brake disk makes the calibration of the
sensor hard, without the reference provided by the rubbing
thermocouple [16].
Other physical quantities were measured on the car during
the tests, such as the pressure inside the braking system.
The SimRod has a fully-split front and rear braking circuit
with two independent master cylinders and no hydraulic
modulator. Therefore, the pressure was measured at two
points: next to the rear-left and next to the front-right
callipers. The rotational speed of the rear wheels was
acquired using an optical sensor and zebra tape mounted
on the rear axle. GPS data was acquired during outdoor
measurements. Finally, all of the data was collected using
a multi-physical data acquisition system: the Simcenter
SCADAS and Testlab.
Measurement scenarios
The identification measurements took place in the
controlled environment of a chassis dynamometer (Figure
8). The braking pedal was fixed at a constant displacement





(c) Disk infrared sensor TRLif (d) Pad interior thermo-
couple TRLpad









(a) SimRod installed on the chassis dynamometer during the
rear-left brake testing
(b) Frame attached to the seat
mounting points
(c) Rod keeping the pedal at a con-
stant displacement
Figure 8: Chassis dynamometer experimental setup
points of the seat for rigidity. Meanwhile, the rear wheels
of the car were spinning at a constant speed imposed by
the testbed. Different measurement runs were recorded
considering several speeds and pedal displacements (Table
1).
One should note that the constant displacement imposed to
the pedal means that the pressure inside the hydraulic
circuit was varying during the experiments. Indeed, the
heat generated by the braking action partly propagates to
the braking fluid, whose subsequent expansions results in
a gradual increase of the pressure in the system. This in
turns increases the braking torque and, therefore, the
generation of heat. It was consequently decided to stop the
measurements when reaching a safe threshold of interface
temperature since no thermal equilibrium was observed.
This was also required considering the electrical nature of
the car and the fire hazards related to its batteries.
Then, real-world validation tests were performed on a
private road using the same instrumentation. Successive
run-ups and brake manoeuvres were executed repeatedly
to heat up the system. Wheel lock-up conditions were
avoided during those experimental runs.
Finally, new braking pads were installed on the car before
the first test on the chassis dynamometer. Their weight
Table 1: Experimental runs evaluated on the chassis dynamometer






was measured before and after the experimental runs listed




One of the important parameters in the simulation model
is the friction coefficient µ between the pad and the disk,
as it directly links the braking pressure and the resulting
torque. On the dynamometer, the dissipated power Pbr is
obtained from the product between the rotational speed ωi





In the last equation, it is assumed that the left and rear side









All values on the right-hand side of (9) are known a priori
or measured directly on the testbed. Hence, the friction
coefficient µ can be computed for all experimental runs as
a function of T iif. Subsequently, this data was filtered to
obtain smoother curves using a zero-phase filter. Finally,
those smoothed curves were arithmetically averaged for
each interface temperature T iif to obtain a unique friction






Initial approximate values for the thermal capacitances
were computed based on the weight of the individual
components when accessible. Alternatively, the detailed
3D geometry of the car was used in a CAD software to
obtain their volume, which was then used to compute the
corresponding mass using their density. Combined with
the specific heat of the material, an approximated thermal
capacitance can be computed. For the thermal resistances
representing conduction and convection, initial values
were used from [17] when available.
The final tuning of the different thermal parameters was
done manually. Therefore, the dissipated heat at the
disc-pad interface was computed based on the acquired
data for a all measurement runs. It was then imposed as an
input to the simulation model and the resulting predicted
and measured temperatures were compared. Subsequently,
the closest parameters to the interface were tuned to find a
good correspondence between experimental and simulated
temperatures. Gradually, parameters further away from the
interface were tuned to obtain an overall good match. An
optimization-based approach could be studied in future
work to automate this process.
Results discussion
Friction coefficient results
The friction coefficient µ was evaluated for the different
runs listed in Table 1 using (9). The results are plotted as a
function of the interface temperature TRLif in Figure 9. It is



























Figure 9: Estimated friction coefficient for the different measurement runs
as a function of interface temperature TRLif
observed that for TRLif ≤ 100 ◦C, the friction coefficient µ
tends to increase. For 100 ◦C < TRLif ≤ 200 ◦C, µ stays
approximately constant and, finally, µ decreases again for
higher temperatures. The overall trends of these curves, as
well as their absolute value correspond to typical materials
observed in the industry [17].
The experimental run 3 has higher noise compared to the
other runs, which can be explained by a resonance of the
mechanical assembly (between dynamometer & car).
Indeed, some additional vibrations were directly visible on
the car at that speed. Also, lower speed tests tend to have
higher noise than other tests conducted at higher speed, as
seen in runs 1 and 2. This can be justified by a slight
misalignment on the disk or by its imperfect flatness. The
rotational-dependency of this noise means that it tends to
get filtered out by the system dynamics at higher speeds.
All those sources of noise were filtered out as described in
the methodology section of this paper.
The curve obtained by averaging all of this smoothed data
is plotted in black in Figure 9 and was used as µ( T iif) in
the following simulations. The authors intend to further
investigate the differences in measured µ across the
different runs. One possible path forward is to also
consider the dependency between µ and the contact
pressure between the pad and disk. This could affect the
physical properties of the micro-contact patches causing a
variation in the macroscopic friction coefficient.
Thermal behaviour validation
After identifying the different thermal resistances and
capacities of the system, the simulation model was
executed on the different recorded runs for its validation.
For this purpose, measured pressure and speed were
imposed directly to the model and the thermal responses
of the different braking system components were
compared. In the following paragraphs, the results for run
3 are presented.
Firstly, a good match is observed between the measured
and the predicted temperatures of the interface region and
the piston (Figure 10a). During the first 1500 s of the
experimental run, the temperature increases up to 200 ◦C.
It was not possible to obtain a thermal steady-state due to
the increase in pressure in the hydraulic lines linked to the
expansion of the braking fluid. Therefore, the test was
stopped manually at that time by turning-off shortly the
chassis dynamometer. Subsequently, the operators
retracted the brake pedal locking mechanism, before
restarting the testbed with its initial speed. The short
period during which the wheels are not rotating



























(a) Interface and piston temperatures






















(b) Pad and calliper temperatures
Figure 10: Comparison between predicted and simulated temperatures for run 3
(1500 s / t / 1700 s). Once the dynamometer is
restarted, the decrease in temperature accelerates again
thanks to the increased convection. It should be noted that
a lag exists between the maximum interface and piston
temperatures: while the former is already cooling down,
the latter still heats up due to the thermal inertia of the
interposed component. Similarly, a comparison between
the pad and calliper temperatures is provided (Figure 10b).
Finally, the simulation model was used to predict the
thermal behaviour of the braking system in a real-world
driving scenario (Figure 11). During the first part of the
experiment (t / 100 s), the driver was quickly alternating
between accelerating and braking manoeuvres, resulting in



















Figure 11: Comparison between predicted interface temperature and mea-
sured interface temperature for consecutive braking manoeuvre during on-
road driving
increasing temperatures. Afterwards, the car was stopped
and the system was cooled, thanks to the convection with
air, while the brake was still applied to keep the pad-disk
contact. The measured pressure and GPS speed were used
as inputs to the simulation model. A good match is
observed between the predicted and the measured results.
Pad wear evaluation
A first limited validation for the wear model was
attempted by comparing the mass of the newly installed
braking pad before and after all previously presented runs.
The predicted wear mass was also computed by summing
the loss of mass over all the corresponding simulations
(Table 2). Although a good match is observed between
measured and predicted wear, further tests are required to
more accurately validate this part of the simulation model.
Conclusion
In this work, a scalable model of an EV’s braking system
was presented with a focus on the thermal, friction and
wear behaviour. An experimental setup and identification
methodology were also proposed and evaluated. The
Table 2: Predicted and measured wear on a single rear-left braking pad









resulting parametrised models showed a promising
correlation with the experimental results. Finally,
simulations on the emissions associated with brake pad
wear highlighted that it is important to look not only at the
emissions related to ICE, but also at those associated with
braking. The resulting simulation model can be used for
the sizing, design and validation of electrical and
mechanical braking strategies.
Recommendations
Recommended future work includes the evaluation of the
real-time capability of the simulation model. This would
enable its integration in an Hardware-in-the-Loop (HiL)
system to impose realistic boundary conditions for the
testing of regenerative braking Electronic Control Units
(ECUs), or in model-based E-motor dynamometers for
instance. The simulation of the hydraulic sub-model
should also be further studied in this context. Finally,
further validation tests of the emission predictions should
be executed.
Symbols
Aipad Area of the brake pad of the i
th brake.
Aipist Area of the brake piston of the i
th brake.
C ij Thermal capacitance of component j of the i
th brake.
Pbr Braking power.
Rij Thermal resistance of component j of the i
th brake.
T ij Temperature of component j of the i
th brake.
Tamb Ambient temperature.
h̄i Worn height of a single pad at the ith brake.
r̄i Average braking radius of the ith brake.
ẍ Longitudinal acceleration of the car.
Q̇i Friction heat rate generation at the pad-disk interface.
ẋ Longitudinal speed of the car.
PMi10 Particle mass < 10 µm emitted by a single pad at
the ith brake.
PMi2.5 Particle mass < 2.5 µm emitted by a single pad at
the ith brake.
i ∈ {RL,RR,FL,FR} Set of brakes in the car.
µ Disk-pad friction coefficient.
ωi Rotational speed of the ith disk.
ρpad Density of the pad material.
τ i Braking torque of the ith brake.
j ∈ {pad,hub, cal,fluid,disk} Components in a
brake.
k Dimensional wear coefficient of the pad.
miPM Particle mass emitted by a single pad at the i
th
brake.
mif Worn mass of a single pad at the i
th brake.
pical Calliper pressure of the i
th brake.
ub Driver brake input.
Acronyms
ECU Electronic Control Unit.
EV Eletric Vehicle.
HiL Hardware-in-the-Loop.
ICE Internal Combustion Engine.
OEM Original Equipment Manufacturer.
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